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Belkin AC 1800 wireless router Gigabit Ethernet Dual-band (2.4
GHz / 5 GHz) Black

Brand : Belkin Product code: F9K1118AS

Product name : AC 1800

AC 1800 - 802.11a/b/g/n/ac, 1.3Gbps , 4 x RJ-45, DHCP, 2.4/5 GHz, WEP, WPA2, 12V
Belkin AC 1800. Wi-Fi band: Dual-band (2.4 GHz / 5 GHz), Top Wi-Fi standard: Wi-Fi 5 (802.11ac), Wi-Fi
standards: 802.11a, Wi-Fi 5 (802.11ac), 802.11b, 802.11g, Wi-Fi 4 (802.11n). Ethernet LAN interface
type: Gigabit Ethernet, Ethernet LAN data rates: 10,100,1000 Mbit/s, Cabling technology:
10/100/1000Base-T(X). Security algorithms: 128-bit WEP, 256-bit WEP, WEP, WPA, WPA2. Routing
protocols: IP, Management protocols: HTTP, Supported network protocols: IPSec, L2TP. Product colour:
Black, LED indicators: Power, Status, USB

WAN connection

Ethernet WAN *

Wireless LAN features

Wi-Fi band * Dual-band (2.4 GHz / 5 GHz)
Top Wi-Fi standard * Wi-Fi 5 (802.11ac)

Wi-Fi standards 802.11a, Wi-Fi 5 (802.11ac),
802.11b, 802.11g, Wi-Fi 4 (802.11n)

Number of WLAN connections (max) 32

Network

Ethernet LAN *
Ethernet LAN interface type * Gigabit Ethernet
Ethernet LAN data rates 10,100,1000 Mbit/s
Cabling technology 10/100/1000Base-T(X)

Networking standards
IEEE 802.11a, IEEE 802.11ac, IEEE
802.11b, IEEE 802.11g, IEEE
802.11n, IEEE 802.3, IEEE 802.3ab,
IEEE 802.3u

Ports & interfaces

Ethernet LAN (RJ-45) ports * 4
DC-in jack

Management features

Reset button

Security

Security algorithms 128-bit WEP, 256-bit WEP, WEP,
WPA, WPA2

Security

Stateful Packet Inspection (SPI)
Network address translation (NAT)

Protocols

DHCP client
Routing protocols IP
Management protocols HTTP
Supported network protocols IPSec, L2TP

Design

Product colour Black
LED indicators Power, Status, USB

Antenna

Antenna design * Internal

Operational conditions

Operating temperature (T-T) 0 - 40 °C
Operating relative humidity (H-H) 10 - 85%

Other features

Bandwidth (first) 2.4 GHz
Bandwidth (second) 5 GHz
Input current 0.8 A
Rack mounting
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